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Please send the filled questionnaire to info@energomash-hps.com
Questionnaire
for the development of concentric tubing supply 
quotaion


	Customer information:

	Name of the organization 
	

	Address
	

	E-mail
	

	Telephone/Fax
	

	Customer’s representative (full name), position
	

	Date of request
	


Performance specifications for concentric tubes:
	Internal diameter, mm
	

	Required length, m
	

	Required tolerance for length, ± m
	

	Availability of signal wires, yes/no
	

	
	

	Ambient temperature

	
	

	Minimum temperature, °С
	

	Maximum temperature, °С
	

	
	

	General parameters

	
	

	Fluid description (oil, gas, water etc.)
	

	Flow regime description (homogeneous, phase, in sets etc.)
	

	Flow rate, m3/hour
	

	
	

	Pumped fluid pressure

	
	

	Minimum operating pressure, MPa
	

	Maximum operating pressure, MPa
	

	
	

	Pumped fluid temperature

	
	

	Design minimum temperature, °С
	

	Design maximum temperature, °С
	

	Fluid inlet temperature, °С
	

	
	

	Fluid composition data

	
	

	Alcohols, yes/no
	

	Aromatic components, yes/no
	

	Corroding agents, yes/no
	

	Inhibitors, yes/no
	

	Injected chemical agents, yes/no
	

	Solid inclusions, depositions, etc., yes/no
	




	Note
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INN / KPP 7118023196/711801001
OGRN 1197154002165
OKPO 35887005
OKTMO 70648101001
ООО Energomash-VTS (LLC)
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